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40 CFR Part 58: Revisions to Ambient Monitoring,

QA, and Other Requirements 

Finalized revisions to ambient air monitoring 

requirements for criteria pollutants to provide 

clarifications to existing requirements to reduce the 

compliance burden of monitoring agencies operating 

ambient networks. 

• Signed by the Administrator on March 10, 2016

• FR Publication Date : March 28, 2016

• Rule effectiveness date: April 27, 2016 
https://www.federalregister.gov/articles/2016/03/28/2016-06226/revisions-to-ambient-monitoring-

quality-assurance-and-other-requirements
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Summary document on AMTIC
https://www3.epa.gov/ttn/amtic/40cfr53.html
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TSAs on Consolidated PQAOs

Page 17282 Sec. 2.5 

• A TSA for each PQAO every three years

• If a PQAO is made up of a number of 

monitoring organizations, all monitoring 

organizations should be audited within two 

TSAs (6 years) cycles of the PQAO. 

• This would allow EPA Regions to audit 

monitoring organizations within the PQAO. 
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QMP & QAPP Submission and Approval Dates in 

AQS; Page 17281 Sec 2.1.1. & 2.1.2 

• Used 2011 Excel spreadsheet to input current QAPP 

info into AQS

– QMP has also been entered

– Regions and Monitoring Orgs will be able to edit 

new dates 

• Added courtesy copy language to regs for providing 

an electronic version of QAPPs to EPA Regions for 

those self approving agencies. 
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Network Design Criteria 

40 CFR Part 58, Appendix D 

• Monitoring Objectives and Spatial Scales

• General Monitoring Requirements 

• Design Criteria for NCore Sites 

• Pollutant-Specific Design Criteria for SLAMS Sites 

• Design Criteria for Photochemical Assessment 

Monitoring Stations (PAMS) 
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Example: Ozone Design Criteria

The total number of O3 sites needed to support the basic monitoring 

objectives of public data reporting, air quality mapping, compliance, and 

understanding O3-related atmospheric processes will include more sites 

than these minimum numbers required in Table D-2 of this appendix. 
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Part 58 Appendixes

Appendix A to Part 58—Quality Assurance Requirements for 

SLAMS, SPMs and PSD Air Monitoring 

Appendix C to Part 58—Ambient Air Quality Monitoring 

Methodology 

Appendix D to Part 58—Network Design Criteria for Ambient Air 

Quality Monitoring 

Appendix E to Part 58—Probe and Monitoring Path Siting Criteria 

for Ambient Air Quality Monitoring 

Appendix G to Part 58—Uniform Air Quality Index (AQI) and Daily 

Reporting 
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